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152.4 ×91.44
800×480

13

100…240 50/60HZ

177×255×100 7.0” ×10” ×3.9”

2.2

EN 60068 2 -306 +25°C 9
3 55° C,+55° C 9 3

+25°C in 93%

EN 60068 2-6
29 5…150Hz 1 25

EN 60068 2-27
1000 15g 11ms
EC 60529 IP66

–10…55°C

–10°C 16 502.5 II

+55°C 16 501.5 II

–20…+60°C 24

–20°C 72 502.5 I

+70°C 48 501.5 I

–15…3,500

0…1,000

250…16,000

15…2,000Hz
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2×LEMO-1 2×BNC

USB USB B

LEMO-1B 8

110 dB 0.2dB

0.5…20MHz

<80nV/√Hz 

1-5 MHz / 2 2.25 MHz / 4 5 MHz 
/10 MHz / 13 15 MHz

RF

A and B A
C A B

J-

AWS AWS AWS D1.1

DAC/JISDAC/CNDAC DAC 16 EN 1712, 
EN 1713,EN 1714,ASTM E164,ASME,ASME III,JIS 
Z3060,GB11345
TCG 120Db 110 dB/

DGS DGS EN 1712,EN 1713,EN 1714, 
ASTM E164

3 C

SWP 120…300V
10V 30…500
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Phantom-PRF (Phantom-PRF)

BEA

EN 12668

120…300V,in steps of 10 V with a tolerance 
of 10%
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30… 500 10

120V 300V
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